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Producing high
sion for nearly half a

F as back in 1949 when the two Marzocchi
brothers decided to leave their jobs at Ducati
to fulfill their very own suspension dream:

Since then, Marzocchi has claimed! its name

victories, GP
well as Worl

demands.
F-1, BMW, Ducati, Aprilia, KTM,

uarna, Cagiva, Honda and even Harley-
Davidson motorcycles all rely on Marzocchi

suspension systems.

The radically new 1997 Bomber line descends

directly from our extensive moto-building &
| racing experience. We've spent nearly two

years in it·s development, a few million dollars,
and hundreds of prototypes.
We pulled all the stops on what mountain bike

suspension forks used to be like and redefined
what they will become.
We've melted high performance technology
with unmatched reliability to supply today·s
rider with the performance he or she
demands. Don't be satisfied with cheap hop-
up kits and inferior designs.
Get on a Bomber and get one fork that will
deliver buttery-smooth SSV damping, maxi-

mum rigidity, superior strength, and unprece-
dented reliability.
There·s no other fork that even compares and
we're years beyond the competition.
It's a Bomber and it's a revolution.

The most advanced susp.

BOMBER 2.1

Travel: 100 mm /4 inches

Function:
Coil & oil hydraulic design.
Oampers: dual open bath cartndges
control compression & rebound fully

Springs: coil spring, open wind, 15 mm

preload, 3 rates avail
Steer tube: alloy; Easton EA70 thread-

less. steel; Marzocchi steel, threadless

& threaded

Stanchions: 30 mm Easton alloy, hard

anodized

Crown: forged T-6 alloy, CNC. polished
to perfection

Arch: forged T-6 alloy, CNC. removable

brake hanger.
Sliders: Marzocchi casted alloy.
Length: 473 mm /18.6 inches
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BOMBER 2.2

Travel: 65 mm / 2.56 inches

Function:
Coil & oil hydraulic design
Damper: single open bath

cartridge controis

compression & rebound,

fully adjustable.
Springs: coil spring, open wind, ¥

15 mm preload, 3 rates avail.

Steer tube: alloy; Easton EA70
threadless. steel; Marzocchi

steel, threadless & threaded

Stanchions: 30 mm Easton alloy,
hard anodized.

Crown: forged T6 alloy, CNC

polished to

Arch: forged T-6 alloy, CNC,

brake hanger.
Sliders: Marzocchi casted alloy.
Length: 432.5 mm/ 17 inches

BOMBER Z.3

Travel: 65 mm / 2.56 inches
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Item | Steer tubes

|
Crown

1/8" P=30

01.408) 1 1/4" Px33

CR-MO THREADED STEER TUBES

[item L | N [inches] a | B | F

·14.5004| 237 | 210| 5.4 | 22

14.5012 | 177 | 150
|

14.5013
|

207 | 180

14.5014 | 237 | 210

14.5018| 257 | 230

4.5042 |177| 160 |
| 207 | 180

[44.5044| 237 | 210
| 1°

14.5048
|
257 | 230

14.5051
|

177 | 150

14.5052
|

207 | 180

14.5053 | 237 |210 | 11/4· | 33

14.5054
|

257 | 230 | 11/4" | 33
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CR-MO THREADLESS STEER TUBES

·44.5061| 297| 270 [1° | 26.4] 25.4 30

| 297 | 270 |11/8° | 30 | 28.6
|

30
|

14.5081 | 297 | 270 |i a3 | ars [33 i

]
EASTON ALLOY THREADLESS

STEER TUBES

14.5090 297 | 270 | 11/8" |30 | 286 | so

x
ZOKES PRO

Travel: 52 mm / 2 inches

Function: *Brake cable hanger6 stack elastomer.

Adjustability: 15 mm of preload,
external knob adjustment,
interchangeable
elastomer densities

Steer tube: steel, threaded

or threadiess

Stanchions: 24 mm, hard chromed,

chromoly steel.
Crown: forged T-6 alloy.
Arch: die casted alloy and bonded to
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Sliders: 7075 T-6 alloy. Bom NESS 3 | [16.1040
|

Zi [Hard
|

Length: 419.1 mm/ 16.5 inches 01.451| 1116" |) P=30 | 16.1043 | 22
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